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Bottom Trawl NetBottom Trawl Net

A high-opening trawl with a large-mesh bottom and long, 

smooth body tapers that allow �sh easy access to the 

codend.  It incorporates a detachable roller gear footrope 

or a chain footrope for changing �shing conditions.

Features:

 Designed with large-mesh wings, small-mesh belly, 

and an overhanging headrope for better herding 

capabilities when �shing near the bottom.

 Ideal for catching bottom-dwelling �sh schools.

 Constructed using high-grade polyethylene netting 

which allows for greater durability and strength.

 Cut-back lower wings for ease of maintenance.

Bering Sea Combination Trawl™

Size

Recommended 

Horse Power

Length
Maximum Design Dimensions                                                                                  

at Transducer

Headrope Footrope Width Height Width Height

HP ft ft fm fm m m

60/82 300 60.0 82.0 4.4 2.5 8.1 4.6

79/107 500 79.0 107.0 5.0 2.5 9.2 4.6

86/114 650 86.0 114.0 5.6 2.7 10.2 4.9

92/122 850 92.3 121.8 5.8 3.1 10.7 5.7

101/130 1000 101.0 130.0 6.5 3.1 11.9 5.7

107/138 1200 107.0 138.0 6.9 3.6 12.5 6.5

120/153 1500 120.0 153.0 8.5 3.6 15.5 6.6

140/171 2000 140.0 171.0 9.0 4.1 16.4 7.4

170/207 2400 170.0 207.2 10.8 4.7 19.7 8.5

201/245 3000 + 201.0 244.7 13.2 5.4 24.1 9.9

270/340 5000 + 267.5 339.8 16.0 6.8 29.3 12.4

* Other sizes and types of nets are also available


