
Trawl Doors
Trawl Doors

Canyon Buster Trawl Doors

Canyonbuster doors are extremely rugged and designed to be used in very hard bottom �shing 

conditions.  Their rugged construction and stress-relieved welds are designed to withstand rough 

bottom, midwater strains, and onboard handling.

Door Size
Estimated Range Weight in Air Dimensions

hp lbs kg ft mm

4.75m² 800-1100 2530 1150 5’ 6” x 9’ 3” 1700mm x 2800mm

5m² 900-1200 3190 1450 5’ 9” x 9’ 6” 1750mm x 2900mm

5.5m² 1000-1300 3520 1600 6’ 0” x 9’ 11” 1830mm x 3000mm

6m² 1200-1800 3740 1700 6’ 3” x 10’ 3” 1900mm x 3200mm

7m² 2000-2500 4230 1922 6’ 9” x 11’ 3” 2060mm x 3440mm

8.5m² 2200-3200 5800 2640 7’ 6” x 12’ 1” 2300mm x 3700mm

9.25m² 2400-3500 7540 3450 7’ 10” x 12’ 8” 2400mm x 3850mm

9.5m² 2700-4000 8122 3692 7’ 11” x 13’ 2” 2400mm x 4000mm

10m² 3000-4500 8040 3655 8’1” x 13’ 4” 2470mm x 4060mm

10.5m² 3200-4800 7590 3450 8’ 3” x 13’ 8” 2520mm x 4170mm

11m² 3500-5000 7150 3250 8’ 6” x 14’ 0” 2600mm x 4300mm

12.5m² 4000-5500 9636 4381 9’ 3” x 14’ 8” 2800mm x 4500mm

13.5m² 6000+ 9306 4230 9’ 6” x 15’ 3” 2900mm x 4650mm
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