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Fishbuster trawl doors are unquestionably the most successful trawl doors ever created.  As the �rst 

truly multipurpose full combination door, and it has taken the industry by storm since its introduction 

over the past three decades.

Features:

 Extremely e!ective both on bottom and midwater �shing conditions.  Fine lines to maximize 

spread and reduce drag.

 Rugged construction and stress-relieved welds designed to withstand rough bottom, midwater 

strains, and onboard handling.

 V-form design for stability

 Lift-to-drag ratio in excess of 2 to 1 over low-aspect ratio doors.

 Half-weight shoes available for midwater and semipelagic �shing.
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Door Size
Estimated Range Weight in Air Dimensions

hp  lbs kg ft mm

1.5m² 250-300 626 285 3’4” X 6’0” 1020mm x 1829mm

2.0m² 300-400 660 300 3’10” X 6’10” 1170mm x 2083mm

3.0m² 300-500 925 420 4’9” X 8’5” 1448mm x 2566mm

3.5m² 400-650 1350 614 4’11” X 9’2” 1500mm x 2794mm

4.0m² 600-800 1210 550 5’4” X 9’8” 1625mm x 2950mm

4.5m² 700-900 1595 725 5’6” X 10’3” 1680mm  x 3125mm

5.0m² 900-1200 1650 750 6’10” X 10’9” 2080mm x 3280mm

5.5m² 1000-1300 1900 864 6’6” X 11” 1980mm x 3353mm

6.0m² 1400-1800 2200 1000 7’5” X 11’0” 2260mm x 3353mm

6.5m² 1600-2200 2850 1295 7’9”X11’4” 2362mm x 3453mm

7.0m² 1800-2200 3110 1414 7’10” X 12’0” 2390mm x 3658mm

7.5m² 1800-2200 3827 1740 8’0”X12’4” 2440mm  x 3760mm

8.5m² 2250-3200 4500 2045 8’9” X 13’0” 2670mm  x 3960mm

10.0 m² 2800-4000 4862 2210 9’6” X 13’10” 2900mm x 4220mm

11.0m² 3000-4500 5600 2545 9’7” X 14’ 11” 2920mm x 4550mm

12.5m² 4000-5500 6390 2904 10’10” X 15’8” 3300mm x 4780mm

14.0m² 6000 UP 7545 3430 11’3”x16’3” 3430mm x 4960mm

15.0m² 6000 UP 10250 4659 11’7” X 17’2” 3530mm x 5220mm
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