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UC  Silver - Ultra Cross Knotless Netting with 

UHMWPE (Ultra High Molecular Weight Polyethylene) Fiber           

Twine Size
Diameter         

Minimum Mesh Size 

(Approximate)   

Maximum Mesh Size 

(Approximate)     

Breaking Strength per                                        

Bar of Netting

mm mm mm lb kg

2 Ply 0.9 38 9999 99 45

3ply 1.1 38 9999 148 67

4 Ply 1.2 35 9999 185 84

8 Ply 1.9 35 9999 359 163

12 Ply 2.3 42 9999 536 243

16 Ply 2.7 45 9999 716 325

20 Ply 3.1 45 9999 864 392

24 Ply 3.3 45 9999 1074 487

28 ply 3.6 48 9999 1241 563

32 Ply 3.8 48 9999 1440 653

36 Ply 4.0 48 9999 1638 743

40 ply 4.2 48 9999 1909 866

48 Ply 4.6 50 9999 2183 990

60 Ply 5.1 71 230 ** 2782 1262

72 Ply 5.6 71 220 ** 3298 1496

84 ply 6.1 71 9999 3845 1744

96 Ply 6.5 100 9999 4389 1991

108 Ply 6.8 100 9999 4663 2115

240 ply 10.8 110 9999 8607 3904

312 Ply 13.1 110 9999 9623 4365
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UC PE - Ultra Cross  Knotless Netting with 

High Tenacity PE (Polyethylene) Fiber

Twine Size
Diameter

Minimum Mesh Size                         

(Approximate)              

Maximum Mesh Size          

(Approximate)              

Breaking Strength  per                                                 

Bar of Netting

mm mm mm lb kg

40 ply 2.0 43 9999 121 55

60 ply 2.9 43 9999 176 80

80 ply 3.2 43 9999 231 105

120 ply 3.8 43 9999 342 155

160 ply 4.4 48 9999 463 210

200 ply 4.9 48 9999 573 260

240 ply 5.4 48 9999 728 330

300 ply 6.0 71 230 ** 904 410

320 ply 6.2 71 240 ** 959 435

360 ply 6.7 71 260 ** 1080 490

420 ply 7.1 105 280 ** 1190 540

480 ply 7.6 105 300 ** 1323 600

600 ply 8.8 62 9999 1698 770

720 ply 9.4 76 9999 2183 990

800 ply 9.8 78 9999 2337 1060

1000 ply 10.8 90 9999 2734 1240

1200 ply 11.9 100 9999 3527 1600
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UC  Nylon - Ultra Cross Knotless Netting with Nylon Fiber

Twine Size
Diameter                          

Minimum Mesh Size 

(Approximate)

Maximum Mesh Size 

(Approximate)         

Breaking Strength per                                                                           

Bar of Netting

mm mm mm lb kg

24 ply 1.3 31 9999 55 25

32 ply 1.5 31 9999 77 35

40 ply 1.7 31 9999 93 42

48 ply 1.8 31 9999 108 49

56 ply 2.0 31 9999 123 56

60 ply 2.1 31 9999 143 65

64 ply 2.2 31 9999 148 67

72ply 2.3 31 9999 154 70

80 ply 2.4 31 9999 176 80

92 ply 2.7 33 9999 201 91

120 ply 2.9 33 9999 267 121

140 ply 3.3 33 9999 331 150

160 ply 3.4 33 9999 364 165

180 ply 3.6 36 9999 397 180

200ply 3.7 36 9999 419 190

240ply 4.1 36 9999 463 210

360 ply 5.0 38 9999 617 280

420 ply 5.4 46 9999 705 320

440 ply 5.6 46 9999 739 335

600 ply 6.5 46 9999 1014 460

720 ply 7.1 56 9999 1213 550

800 ply 7.5 56 9999 1356 615

1000 ply 8.4 65 9999 1698 770

1200 ply 9.2 75 9999 2028 920
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Patch Repair Instructions

1) Shown here is a typical hole that might need patch 

repair

2)  Clean the hole by melting the ends of the twine 
around the edge of the hole.  This prevents the twines 
from unbraiding.  Count the meshes that you need to 
replace. Prepare a patch using Ultra Cross netting that 
is the same diameter and strength of the net needing 
to be patched.  The patch should be two meshes 
larger in each direction than the cleaned-up hole to 
provide su"cient netting to overlap the edges of the 
hole.  Clean the patch by melting the ends of the twine 
around the edge of the patch.
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4) Continue lacing around the hole so that you have at 

least two rows of lacing around the patch.  The patched 

hole will resemble this illustration when #nished.

3) Lay the patch over the hole and lace it to the exist-

ing netting using appropriate braided twine, as shown 

in the illustration.  Make sure to lace the crosses of the 

netting together.


